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จ ำนวนรถยนตไ์ฟฟ้ำทีจ่ดทะเบยีนปี 2565

รถยนตไ์ฟฟ้ำ (Electric vehicle: EV)

EV Charger คอือะไร

ประเภทของกำรอดัประจุ

ประเภทหวัปลัก๊รถยนตไ์ฟฟ้ำ

ขนำดมเิตอรไ์ฟฟ้ำทีเ่หมำะสมกบักำรตดิตัง้ EV Charger

มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ

วงจรมำตรฐำนส ำหรบัตดิตัง้ EV Charger

Protection Circuit for EV Charger

ระบบบรหิำรจดักำร

Charging Station Management System(CSMS)

กำรขออนุญำตกิบัทำง กกพ.
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• Recognition as a leader among S&P 500 

companies on the CDP’s Climate Disclosure 

Leadership Index

• Named one of Fortune magazine’s “World’s Most 

Admired Companies” two years in a row

• Named one of Corporate Responsibility magazine’s 

“100 Best Corporate Citizens” 

• Inclusion in the FTSE4Good Index Series, designed 

to measure the performance of companies 

demonstrating strong Environmental, Social and 

Governance (ESG) practices

For us it’s not just about doing 

well, it’s about doing good.



Insert full-screen image 

here
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Get to know our business.

Electrical 

Sector

2019 Sales 

$13.4 B 
• Electrical Products

• Electrical Systems 

& Services

Industrial 

Sector

2018 Sales 

$8 B 
• Aerospace

• Hydraulics

• Filtration 

• Vehicle

• eMobility

Total sales

Net income 

$21.4 Billion USD

$2.2 Billion USD

• Headquarters: Dublin, Ireland

• Chairman & CEO – Craig Arnold

• Key locations in Cleveland, United States; 

Shanghai, China; Morges, Switzerland; 

São Paulo, Brazil

• Regional engineering teams to support 

products and custom solutions

• Customers in more than 175 countries

• Approximately 99,000 employees 
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Rail Renewables Residential Utilities Vehicles Water/wastewater

Machine building Marine

Mining, metals 
and minerals

Mobile machinery 
and equipment Oil and gas Pharmaceuticals

Aerospace Buildings Data centers Food and beverage Government Healthcare

Solving industry’s toughest power management 

challenges around the world.
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Global Structure of Electrical Sector

Americas APACEMEA

Electrical Sector

• Canada
• United States
• Latin America

• Europe
• Middle East
• & Africa

• Asia Pacific



Insert full-screen image 

here

Electrical Sector



Insert full-screen image 

here

Global technology, 

regional solutions

Standards and certifications 

At Eaton, we design our products to 

be compliant with, and many times 

vastly exceed, widely respected 

standards and certifications, 

ensuring our technology is effective 

and safe around the world. 

http://images.google.com/imgres?imgurl=http://www.lzjqg.com/pic/ccc_logo.jpg&imgrefurl=http://www.lzjqg.com/en/default.asp&usg=__7TkSNc9CUd2ul3Im-K1y45Zz93Q=&h=230&w=287&sz=8&hl=en&start=3&um=1&tbnid=_r0HmxG5TZGkDM:&tbnh=92&tbnw=115&prev=/images?q=ccc+logo&hl=en&sa=G&um=1
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Automation & Control Power Metering & Monitoring Partnership Program Circuit  Protection

Eaton’s Power Distribution Division

Circuit Protection and Control Business



Insert full-screen image 

here

Expanding Presence in Asia Pacific

• 4 core businesses : Electrical, Vehicle, Hydraulics, Aerospace

• Approximately 20,000 employees across the region

• Selling products and solutions manufactured in 52 sites

• 60+ front end offices across 12 countries

• 6 R&D centres，4 shared service centers

Hydraulics 

Electrical

Vehicle 

Aerospace



Electrical Sector APAC Presence

• Regional HQ is Shanghai

• 15 manufacturing plants

• 38 sales offices

• 11,000+ employees

• Key geographic markets: China, 

India, East Asia, ANZ

• 5 divisions: 

• Power Distribution Systems & Services

• Circuit Protection & Controls

• Critical Power Solutions

• Distributed Power Quality

• Electronics (global business)



ES APAC R&D Capabilities

~430

Engineers in 

the Region 

Enable Rapid 

Response to 

Customer 

Demands



ES APAC Manufacturing Footprint

15 

manufacturing 

plants

• Mainland China: 10

• Taiwan, China: 2

• Philippines: 2

• India: 1

8700+ 

employees



Power Distribution Systems & Services

VCB & OHSMV & LV Assemblies

PDSS 

公共设施 数据中心

高速成长的工业 基础设施

EPC

Power Delivery and Reliability

Utility Data Centers

High Growth

Industries
Infrastructure

EPC

Power system analysis, 

integration and service

Electrical 

Utility 

Data center 

& IT 

Commercial & 

Institutional 
Industrial

Residential 



Circuit Protection & Controls

公共设施 数据中心

基础设施工业

住宅

CPC
Power 

Distribution 

Components

Industrial 

Control

Bussmann 

Fuses

Air Circuit 

Breaker

Molded Case Circuit 

Breaker

Miniature 

Circuit Breaker

Vacuum 

Interrupter 

Starters & 

Contactors

Variable 

Frequency Drive 
PushbuttonsAutomation

Low Voltage Fuse 40.5 kV Medium 

Voltage Fuse
High Speed Fuse

Utility Data Centers

InfrastructureIndustrial

Residential



Critical Power Solutions

Financials

COLO

Transportation

Telecom

Semiconductor

LSG>200kVAFlow <200kVA

CPS Hotswap

Modular

Monolithic

Scalable Large 

UPS

Industrial
9EHD 10-100kVA

93PR 25-200kW

9395 200-1200kW

93E  100-200kVA  HE

93E 20-80kVA

9xPS 8-40kVA

93PR 600kW （2020NPL)

93E  300-500kVA HE

9x55 8-40kVA



Distributed Power Quality

DPQ

Offline

1 Ph UPS

Online 1-20kVA UPS

BatteryMicro Data Center, Rack, PDU

IT Government

Financials Manufacturing

Retail
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EV Charger Family 
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รถยนตไ์ฟฟ้ำ (Electric vehicle: EV)

25

ยำนพำหนะทีข่บัเคลือ่นดว้ยมอเตอรไ์ฟฟ้ำ โดยใชพ้ลงังำนไฟฟ้ำซึง่เก็บอยู่ในแบตเตอร ีห่รอืระบบเก็บพลงังำนไฟฟ้ำแบบอืน่ ๆ ชนิด
อดัประจไุฟฟ้ำใหม่ได ้(Rechargeable energy storage system : RESS) ทีม่จีดุมุ่งหมำยเพือ่ใชง้ำนบนถนนสำธำรณะเป็นหลกั
***หมำยเหต ุนับรวมประเภท Plug-in hybrid electric vehicle (PHEV) ดว้ย***



EV Charger 
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EV Charger ท ำหนำ้ทีเ่ป็นตวัชำรจ์ไฟฟ้ำใหก้บัแบตเตอร ีข่องรถยนตไ์ฟฟ้ำ โดยสำมำรถแบ่งกำรชำรจ์ออกเป็น 2 ประเภท คอื 
Normal Charge(AC Charge) และ Quick Charge(DC Charge)
อปุกรณใ์นตวัรถทีเ่ป็นตวัก ำหนดว่ำรถจะรบัไฟไดสู้งสุดเทำ่ไหร ่เชน่ PHEV : 3.6kW, BEV: 7kW – 22kW



ค ำนวณเวลำชำรจ์ EV Charger AC
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ตวัอย่างการค านวณระบะเวลาการชารจ์

BYD ATTO3 ขนำดแบตเตอร ี่ 60.48kWh
Extended Range ชำรจ์ AC ดว้ยก ำลงัสงูสดุ 7 kW

ระยะเวลาการชารจ์ = 60.48/7

= 8.64 

ประมาณ = 9 ชม.

7kW

60.48kWh



ค ำนวณเวลำชำรจ์ EV Charger DC 
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ตวัอย่างการค านวณระบะเวลาการชารจ์

BYD ATTO3 ขนำดแบตเตอร ี่ 60.48kWh
Extended Range DC ดว้ยก ำลงัสงูสดุ 80 kW

ระยะเวลาการชารจ์ = 60.48/80

ประมาณ = 45 นาที

60.48kWh

80kW



ประเภท(Mode) ของกำรอดัประจุ

29

Mode 1 Mode 2

Mode 3 Mode 4



ประเภทหวัปลัก๊รถยนตไ์ฟฟ้ำ
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• Type 1 ส ำหรบัรถญีปุ่่ น และอเมรกิำ เชน่ Nissan Leaf / Tesla ทีข่ำยในอเมรกิำ
• Type 2 ส ำหรบัรถยโุรป เชน่ Mercedes-Benz / BMW/ Volvo / Porsche / Tesla ทีข่ำยในยโุรป
• Type GB/T ส ำหรบัรถจนี เชน่ BYD และรถทีข่ำยในจนี



จดุตดิตัง้ EV Charger
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ระยะตดิเคร ือ่งชำรจ์ถงึจดุเสยีบเขำ้รถทีจ่อด ไม่ควรเกนิ 5 เมตร เพรำะสำยเคร ือ่ง EV Chargerโดยทัว่ไป อยู่ที ่5-7 เมตรเทำ่น้ัน
เลอืกจดุทีส่ำมำรถเดนิสำยไฟจำกเคร ือ่งชำรจ์ไปยงัตูเ้มนไฟฟ้ำในบำ้นไดส้ะดวก ห่ำงไกลเกนิไป จะตอ้งเสยีคำ่เดนิสำยไฟสูงขึน้
เลอืกจดุทีม่หีลงัคำเพือ่ป้องกนัละอองฝน ทัง้นีข้ึน้อยู่กบัมำตรฐำนกำรกนัน ้ำของเคร ือ่ง EV Charger



ขนำดมเิตอรไ์ฟฟ้ำส ำหรบับำ้น
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ทำงกำรไฟฟ้ำไดแ้นะน ำขนำดมเิตอรท์ีค่วรใชค้อื Single-Phase 30(100)A หรอื 3-Phase 15(45)A

คลำยขอ้สงสยัจำก MEA : https://www.mea.or.th/profile/3361/3443



มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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MPESTD-001:2563

รายการ มาตรฐานอา้งองิ

EV conductive charging system อนุกรม มอก. 61851 หรอื IEC 61851

EV wireless power transfer system อนุกรม IEC 61980

IC-CPD มอก. 2911 หรอื IEC 62752

RCD type A มอก. 909, มอก. 2425 หรอื IEC 60947-2 annex B

RCD type B และ type F มอก. 2955 หรอื IEC 62423

RDC-DD IEC 62955

Isolating transformer IEC 61558-2-4

Socket-outlet มอก. 166, มอก. 1234 หรอื IEC 60309-2

Plug, socket-outlet, vehicle connector
and vehicle inlet

อนุกรม มอก. 2749 หรอื IEC 62196

Emergency control switch UL98 หรอื IEC 60947-3

https://www.pea.co.th/Portals/0/Document/SNB/MPESTD-001-2563.pdf
https://www.pea.co.th/Portals/0/Document/SNB/MPESTD-001-2563.pdf


มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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วงจรย่อยทีจ่า่ยไฟให ้EVSE จะตอ้งมรีะบบป้องกนัอนัตรายตอ่บุคคลดงัตอ่ไปนีทุ้กขอ้
เคร ือ่งตดัไฟร ัว่ (RCD) ตอ้งเป็น type B พกิดั IΔn ≤ 30 mA ชนิดตดักระแสไฟฟ้ำสำยทีม่กีระแสไฟฟ้ำทกุเสน้รวมถงึนิวทรลัออกพรอ้มกนั และมขีนำดพกิดั
กระแสไม่นอ้ยกว่ำพกิดัของเคร ือ่งป้องกนักระแสเกนิ

หมำยเหตุ
1. สำมำรถใช ้RCD type A หรอื F รว่มกบัอปุกรณท์ีส่ำมำรถตดัวงจรจำ่ยไฟหำกมกีระแสลดัวงจรลงดนิแบบกระแสตรง (d.c. fault current) เกนิ 6 mA 
(RDC-DD)แทน RCD type B ได ้

2. ต ำแหน่งกำรตดิตัง้เคร ือ่งตดัไฟร ัว่สำมำรถตดิตัง้ไดท้ีแ่ผงวงจร ต ำแหน่งกอ่นเขำ้
EVSE หรอืภำยใน EVSE ได ้ทัง้นีก้รณีโหมด 2 แนะน ำใหต้ดิตัง้เคร ือ่งตดัไฟร ัว่ที่
บรเิวณแผงวงจร หรอืกอ่นเขำ้เตำ้รบั หำกไม่มั่นใจว่ำ IC-CPD มเีคร ือ่งตดัไฟร ัว่ทีเ่หมำะสมแลว้หรอืไม่

3. RCD type B ตอ้งไม่ตดิตัง้ภำยใตว้งจรทีม่ ีRCD type อืน่อยู่ทีเ่มนของวงจรน้ันๆ ขอ้ยกเวน้ สำมำรถละเวน้กำรตดิตัง้ RCD ไดใ้นกรณีที่ EVSE มกีำรแยก
จำกกนัทำงไฟฟ้ำ(Electrical separation) เชน่ ใชห้มอ้แปลงแยกวงจรหรอืหมอ้แปลงแยกขดลวด(Isolating transformer)

สายไฟฟ้าของวงจรย่อยทีจ่า่ยไฟให ้EVSE ตอ้งมขีนำดพกิดักระแสไม่ตำ่กว่ำ 1.25 เทำ่ของกระแสดำ้นไฟเขำ้ (Input) ของ EVSE และไม่ตำ่กว่ำ
พกิดักระแสของเคร ือ่งป้องกนักระแสเกนิ



Protection Circuit for EV Charger
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เคร ือ่งตดัไฟฟ้ำร ัว่ (Residual Current Device; RCD) คอื เคร ือ่งตดัไฟฟ้ำอตัโนมตั ิทีจ่ะท ำหนำ้ทีต่ดักระแสไฟฟ้ำภำยในระยะเวลำ
ทีก่ ำหนด เมือ่กระแสไฟฟ้ำทีไ่หลผ่ำนเขำ้และออกมคีำ่ไม่เท่ำกนั (ไฟทีไ่หลเขำ้จะตอ้งเทำ่กบัไฟทีไ่หลออก)



มำตรฐำนกำรตดิตัง้ RCD

36

ตวัอย่างการประสาน RCD type B ทีถู่กตอ้ง



มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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การตอ่ลงดนิ
กำรจดัวำงระบบสำยดนิแรงต ่ำ (LV earthing arrangement)
1 รปูแบบ TT คอื สำยดนิของบรภิณัฑจ์ะตอ่ลงดนิแยกอสิระจำกกำรต่อลงดนินิวทรลั 
2 รปูแบบ TN-S คอื สำยดนิของบรภิณัฑแ์ยกตำ่งหำกจำกนิวทรลัและไม่มกีำรต่อประสำน (Bonding) เขำ้กบัสำยนิวทรลันอกจำกตอ่รว่มกบันิวทรลัลงดนิทีจุ่ด
เดยีวทีต่ ำแหน่งหมอ้แปลงซึง่ระบบนีจ้ะใชเ้ฉพำะกบัผูใ้ชไ้ฟฟ้ำทีร่บัไฟฟ้ำแรงสูงจำกกำรไฟฟ้ำ และมหีมอ้แปลงเป็นของตนเองเทำ่น้ัน (N-PE แยกกนั)

TT TN-S 



มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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การตอ่ลงดนิ
3 รปูแบบ TN-C-S คอื ใชส้ำยนิวทรลัเป็นสำยดนิส่วนหน่ึงของวงจร และมกีำรเดนิสำยดนิของบรภิณัฑแ์ยกตำ่งหำกจำกนิวทรลั ณ ต ำแหน่งทีส่ำยดนิมกีำรตอ่
ประสำน (Bonding) เขำ้กบัสำยนิวทรลั มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำของประเทศไทย



มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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ตวัอย่ำงกำรตดิตัง้สำหรบัผูใ้ชไ้ฟฟ้ำทีร่บัไฟฟ้ำแรงตำ่จำกกำรไฟฟ้ำ กรณีท ำรปูแบบ TT ทีร่บัไฟฟ้ำจำกระบบสำยดนิเดมิแบบ TN-C-S (ส ำหรบักำรอดัประจุ
ไฟฟ้ำโหมด 3)



มำตรฐำนกำรตดิตัง้ทำงไฟฟ้ำ
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ตวัอย่ำงกำรตดิตัง้สำหรบัผูใ้ชไ้ฟฟ้ำทีร่บัไฟฟ้ำแรงตำ่จำกกำรไฟฟ้ำ กรณีทำรปูแบบ TN-C-S ทัง้ระบบ(ส ำหรบักำรอดัประจไุฟฟ้ำโหมด 3)



มำตรฐำนกำรตดิตัง้เคร ือ่งอดัประจไุฟฟ้ำภำยในบำ้นทีอ่ยู่อำศยั แบบเตำ้รบัส ำหรบัสำย
ชำรจ์แบบพกพำ MEA

41



มำตรฐำนกำรตดิตัง้เคร ือ่งอดัประจไุฟฟ้ำภำยในบำ้นทีอ่ยู่อำศยั เคร ือ่งชำรจ์แบบตดิผนัง 
MEA

42



มำตรฐำนกำรตดิตัง้เคร ือ่งอดัประจไุฟฟ้ำภำยในบำ้นทีอ่ยู่อำศยั PEA
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อปุกรณม์ำตรฐำนส ำหรบัตดิตัง้ EV Charger
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Smart Home Series Wallbox

Smart Home Series Wallbox

Smart Home Series 

Innovativeness 
• Minimal size, streamline design 
• Home use with intelligent App control 

Intelligent Control 
• Wireless communication (WiFi/Bluetooth) 
• OCPP communication protocol with CMS 
• Smart charge / scheduled charge by App 

Secure and Safe 
• 6mA DC residual current protection 
• Anti-welding protection 

Flexible Option 
• Type 2 charging cable 
• App operation / RFID authentication / plug & play 
• Wall-mount / floor-stand installation 

ChargeIn



Smart Home Series Wallbox

Smart Home Series Wallbox

AC7000-AE-25 AC011K-AE-25

Input

Power Supply L+N+PE 3P+N+PE
Rated Voltage 230V AC 400V AC
Rated Current 32A 16A
Frequency 50/60Hz 50/60Hz

Output

Output Voltage 230V AC 400V AC

Maximum Current 32 A 16 A

Rated Power 7kW 11kW

User Interface

Charge Connector Type 2 Cable

Cable Length 4m
Enclosure Plastic PC940
LED Indicator Green/Yellow/Red
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode Plug&Play/RFID card/App
Emergency stop No

Communication
WiFi Yes
Bluetooth Optional
OCPP OCPP1.6 Json (OCPP 2.0 option)

Safety

Energy Meter No
RCD 6mA DC

Ingress Protection IP65

Impact Protection IK10

Electrical Protection
Over current protection, Residual current protection, Surge protection, 
Over/Under voltage protection, Over/Under frequency protection, Over 

temperature protection

Certification Standard EN IEC 61851-1:2019, IEC 61851-2017, IEC 62955:2018

Warranty 2 years

Environmental

Installation Wall-mounted/ Pole-mount

Work Temperature form -30C° to 50C°

Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

Mechanical

Product Dimensions
328.07*180.73*86.84 mm(H*W*D) 328.07*180.73*86.84 mm(H*W*D)

Package Dimensions 430*290*200 mm(H*W*D) 430*290*200 mm(H*W*D)

Net Weight 3.2 kg 3.2 kg 
Gross Weight 4.0 kg 4.0 kg 

External Package Carton 

ChargeIn



Business Series Wallbox
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Business Series Wallbox

Business AC Series 
Innovativeness 
• Temper glass panel, modern design 
• Business use with intelligent App control 
• WiFi Mesh technique, saving cost on wire installation 

Intelligent Control 
• Wireless communication (WiFi/Bluetooth), Ethernet/4G 
optional 
• OCPP communication protocol with CMS 
• Intelligent operation by App and cashless payment 

Flexible Option 
• Universal Type 2 socket, optional with Type 2 charging 
cable 
• App operation / RFID authentication / plug & play 
• Wall-mount / floor-stand installation 

Secure and Safe 
• RCD Type A and 6mA DC residual current protection 
• MID certified energy meter with accurate measurement 

ChargeIn
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Business Series Wallbox

AC7000-BE-34 AC022K-BE-34

Input

Power Supply L+N+PE 3P+N+PE
Rated Voltage 230V AC 400V AC
Rated Current 32A 32A
Frequency 50/60Hz 50/60Hz

Output
Output Voltage 230V AC 400V AC

Maximum Current 32 A 32  A
Rated Power 7kW 22kW

User Interface

Charge Connector Type 2 socket Type 2 socket
Enclosure Plastic PC940 Galvanized steel
Front Panel Temper glass
LED Indicator Green/Yellow/Red
LCD Display 2.7" black & white LCD/4.3" color touch LCD
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode Plug&Play/RFID card/App
Emergency stop No

Communication

WiFi Yes
Ethernet Optional
3G/4G Optional
OCPP OCPP1.6 Json (OCPP 2.0 option)

Safety

Energy Meter MID certifiled
RCD 30mA Type A + 6mA DC

Ingress Protection IP54

Impact Protection IK08

Electrical Protection
Over current protection, Residual current protection, Surge protection, 
Over/Under voltage protection, Over/Under frequency protection, Over 

temperature protection
Certification CE/CB
Certification Standard EN IEC 61851-1:2019, IEC 61851-2017, IEC 62955:2018
Warranty 2 years

Environmental

Installation Wall-mounted/ Pole-mount

Work Temperature form -30C° to 50C°
Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

Mechanical

Product Dimensions 353*218*138 mm(H*W*D) 452*295*148 mm(H*W*D)

Package Dimensions 490*340*210 mm(H*W*D) 570*390*220 mm(H*W*D)
Net Weight 3.2 kg 10 kg 
Gross Weight 4.2 kg 12.5 kg 
External Package Carton 
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Twin Series Pedastal
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Twin Series Pedastal

AC014K-BE-34 AC044K-BE-34

Input

Power Supply L+N+PE 3P+N+PE
Rated Voltage 230V AC 400V AC
Rated Current 64 A 64 A
Frequency 50/60Hz 50/60Hz

Output
Output Voltage 230V AC 400V AC

Maximum Current 2*32 A 2*32  A
Rated Power 2*7 kW 2*22 kW

User Interface

Charge Connector Type 2 socket
Enclosure Galvanized steel
Front Panel Temper glass
LED Indicator Green/Yellow/Red
LCD Display 2.7" black & white screen
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode Plug&Play/RFID card/App
Emergency stop No

Communication

WiFi Yes
Ethernet Yes
3G/4G Yes
OCPP OCPP1.6 Json (OCPP 2.0 option)

Safety

Energy Meter MID certifiled
RCD 30mA Type A + 6mA DC

Ingress Protection IP54

Impact Protection IK08

Electrical Protection
Over current protection, Residual current protection, Surge 

protection, Over/Under voltage protection, Over/Under 
frequency protection, Over temperature protection

Certification CE
Certification Standard EN IEC 61851-1:2019, IEC 61851-2017, IEC 62955:2018
Warranty 2 years

Environmental

Installation Floor-stand

Work Temperature form -30C° to 50C°
Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

Mechanical

Product Dimensions 1200*290*230 mm(H*W*D)

Package Dimensions 1360*460*470 mm(L*W*D)
Net Weight 28.5 kg 
Gross Weight 48.5 kg 

External Package Wood case 
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Corebox DC30
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Corebox DC30

DC030K-E2C22-100

Input

Power Supply 3P+N+PE
Rated Voltage 400V AC
Rated Current 45 A
Frequency 50/60Hz

Output
Output Voltage 150V-1000V DC
Maximum Current 75 A
Rated Power 30kW

User Interface

Charge Connector CCS2
Cable Length 5m

Enclosure Galvanized steel housing and Temper glass screen

LED Indicator Green/Yellow/Red
LCD Display 4.3" color touch screen
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode RFID card/App/Plug&Play

Communication

WiFi Yes
Ethernet Yes
4G Yes
Bluetooth Yes
OCPP OCPP1.6 Json (OCPP 2.0 option)

Safety

RCD Type A
Emergency Stop Yes
Ingress Protection IP54
Impact Protection IK08

Electrical Protection

Over current protection, Residual current protection, 
Surge protection, Over/Under voltage protection, 
Over/Under frequency protection, Over temperature 
protection

Certification CE

Certification Standard
EN IEC 61851-1:2019, IEC 61851-2017, EN 61851-
23:2014, EN 61851-24:2014

Warranty 2 years

Environmental

Installation Wall-mount/Pole-mount
Cooling Method Fan cooling
Noise ≤60dB
Work Temperature form -30C° to 50C°
Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

ChargeIn



Turbo FC60

28/12/65 52

Turbo FC60

DC060K-E2

Input
Power Supply 3P+N+PE
Rated Voltage 400V AC
Frequency 50/60Hz

Output
Output Voltage 200 ~ 500V DC 400V AC 200 ~ 1000V DC
Maximum Current 125 A 32 A 200A
Rated Power 60kW 22kW 60kW

User Interface

Charge Connector CHAdeMO Type 2 Cable CCS2
Cable Length 5m
Enclosure Galvanized steel
LED Indicator Green/Yellow/Red
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode Plug&Play/RFID card/App
Emergency stop Yes
POS Terminal Optional

Communication

WiFi Yes
Ethernet Yes
3G/4G Yes
OCPP OCPP1.6 Json (OCPP 2.0 option)

Electrical Parameter

Efficiency Max 95%
Power Factor ≥ 0.99 @ 50% - 100% loading
THD ≤ 5% @ 100% loading
Ripple Factor ≤ ± 1%

Safety

RCD Type A
Ingress Protection IP54
Impact Protection IK08

Electrical Protection
Over current protection, Residual current protection, Short circuit protection, 

Surge protection, Over/Under voltage protection, Over/Under frequency 
protection, Over temperature protection

Certification CE
Certification Standard EN IEC 61851-1:2019, IEC 61851-2017, EN 61851-23:2014, EN 61851-24:2014
Warranty 2 years

Environmental

Installation Floor-stand
Cooling Method Fan cooling
Noise ≤60dB
Work Temperature form -30C° to 50C°
Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

Mechanical

Product Dimensions 750*400*1830 mm(H*W*D)
Package Dimensions 1020*750*2020 mm(H*W*D)
Net Weight 228 kg 
Gross Weight 268.5 kg 
External Package Wood case 

ChargeIn



Rocket FC120

28/12/65 53

Rocket FC120

DC120K-E2

Input
Power Supply 3P+N+PE
Rated Voltage 400V AC
Frequency 50/60Hz

Output
Output Voltage 200 ~ 500V DC 400V AC 200 ~ 1000V DC
Maximum Current 125 A 32 A 200A
Rated Power 60kW 22kW 120kW

User Interface

Charge Connector CHAdeMO Type 2 Cable CCS2
Cable Length 5m
Enclosure Galvanized steel
LED Indicator Green/Yellow/Red
LCD Display 10" color touch screen
RFID Reader Mifare ISO/IEC 14443 A 
Start Mode Plug&Play/RFID card/App
Emergency stop Yes
POS Terminal Optional

Communication

WiFi Yes
Ethernet Yes
3G/4G Yes
OCPP OCPP1.6 Json (OCPP 2.0 option)

Electrical Parameter

Efficiency Max 95%
Power Factor ≥ 0.99 @ 50% - 100% loading
THD ≤ 5% @ 100% loading
Ripple Factor ≤ ± 1%

Safety

RCD Type A
Ingress Protection IP54
Impact Protection IK08

Electrical Protection
Over current protection, Residual current protection, Short circuit protection, Surge 
protection, Over/Under voltage protection, Over/Under frequency protection, Over 

temperature protection
Certification CE

Certification Standard EN IEC 61851-1:2019, IEC 61851-2017, EN 61851-23:2014, EN 61851-24:2014

Warranty 2 years

Environmental

Installation Floor-stand
Cooling Method Fan cooling
Noise ≤60dB
Work Temperature form -30C° to 50C°
Work Humidity 5% ~ 95% 
Work Altitude ≤2000 m

Mechanical

Product Dimensions 750*525*1830 mm(H*W*D)
Package Dimensions 1020*750*2020 mm(H*W*D)
Net Weight 228 kg 
Gross Weight 268.5 kg 
External Package Wood case 
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ระบบบรหิำรจดักำร(Backend)

55

DC

AC



Charging Station Management System(CSMS)
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• เปิด/ปิด เคร ือ่งชำรจ์
• ตัง้คำ่เคร ือ่งชำรจ์
• ดสูถำนะเคร ือ่งชำรจ์
• จดักำรผูใ้ชง้ำน
• ค ำนวณกำรใชพ้ลงังำนและคำ่ใชจ้ำ่ย



กำรขออนุญำตกิบัทำง กกพ.
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@EMSIS

SiS Distribution (Thailand) Public Company Limited



กรุณาประเมนิความพงึ
พอใจของท่านตอ่การสมันา
นี้
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